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For customers who value flexibility, 
quality and service. 

Roba Metals service center for 
aluminium, stainless steel and steel

A sustainable choice
 
At our service centers in Genk (BE) and IJsselstein (NL), we combine decades of 
material expertise with an extensive and increasingly sustainable range of machinery.
By using our own low-emission trucks, partly powered by renewable HVO fuel, we plan 
deliveries efficiently and collect used pallets for reuse.

Thanks to close cooperation throughout the supply chain, we also offer sustainably 
produced steel, stainless steel and aluminium. As this field develops rapidly, we are 
happy to discuss the best solutions for your specific needs.

Sustainable in every step. 
From smart logistics  
to circular materials.

Roba Metals as your partner

Whether coil, slit strip or sheet – always the highest quality under 
the right conditions. With flexible contract options, extensive stock 
and a modern machine park, we adapt to your specific needs.

What makes Roba Metals 
unique is our control over 
the entire metal supply 
chain: from purchasing 
and recycling to sales, 
processing, and logistics 
from our independent 
service centers. Since 
1937, our customers have 
always been at the heart 
of what we do.
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Advanced machinery

Our service center is equipped with a modern and versatile range of machinery for processing 
aluminium, stainless steel and steel: 

Service center for aluminium, stainless steel and steel

2 slitting lines 
for precise 
longitudinal 
cutting of coils 
into slit strip

1 de/recoiler 
for rewinding, 
splitting and 
laminating coils

5 grinding lines 
for various 
surface finishes 
on stainless steel

4 ctl lines for 
cutting and 
shearing sheets  
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Fast delivery 
Orders placed before 2 p.m. are 
delivered the next working day. 
Valid for stock material delivered 
within the Netherlands.
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Advanced machinery 
Service center for aluminium, stainless steel and steel

	• independent family business

	• experienced specialists

	• customer-focused flexibility

	• consistent quality

	• pallet return system

	• extensive stock availability

Your key benefits 



Aluminium



From stock or on request:  
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Aluminium 
Delivery program

Available as sheet,  coil 

Thickness 1.50 – 4.00 mm

Width 1.000 – 2.000 mm

Length 500 – 12.000 mm

Aluminium 5005 paint quality
AlMg1

Available as pre-painted sheet

Thickness 1.50 mm

Width 1.500 mm

Length 3.000/ 4.000 mm

Coating high-quality polyester  
powder coating

Temper H24

Aluminium 5005 pre-painted
AlMg1 – powder coating

Available as sheet,  coil 

Thickness 1.50 – 3.00 mm

Width 1.000 – 1.500 mm

Length 500 – 12.000 mm

Anodising quality Hydro Norf ALFHA1

Aluminium Duffel 55HX

Novelis J57S UP

Aluminium 5005 anodising quality
AlMg1

Available as sheet, coil

Thickness 1.50 – 2.00 mm

Width 1.500 mm

Length 3.000/ 4.000 mm

Aluminium 5005 anodised
AlMg1 – 15 micron anodised

Available as sheet,  coil 

Thickness 0.80 – 4.00 mm

Width 1.000 – 2.000 mm

Length 500 – 12.000 mm

Temper H14/H24

Aluminium 1050 
Al 99,5

Available as sheet,  coil 

Thickness 1.00 – 10.00 mm

Width 1.000 – 2.000 mm

Length 500 – 12.000 mm

Temper H22, H111

Aluminium 5754 
AlMg3

Aluminium 5005 anodised Aluminium 5005 pre-painted

Aluminium 1050
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Processing and surface treatment 
options:

	• with or without paper interleaving
	• various protective film options
	• various packaging options

Didn’t find what you were looking 
for? Ask your account manager 
about the available options – there’s 
often more possible than you think.

Available as sheet

Thickness 2.50/4.0 – 5.0/6.50 mm

Width 1.000 – 1.500 mm

Length 2.000 – 3.000 mm

Temper H114

Aluminium 5754 tread plate
AlMg3 - mill finish, unpickled

Aluminium 5754

Aluminium 5754 tread plate



Stainless steel



From stock or on request:  

Thickness 0.50 – 150.00 mm

Width 1.000 – 2.000 mm

Length 500 – 12.600 mm

Finish 2B, BA or 1D

Grit K180 – K800 or brushed
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Stainless steel
Delivery program

RVS 304/304L (1.4301/ 1.4307)

Thickness 0.50 – 4.00 mm

Width 1.000 – 1.500 mm

Length 500 – 12.000 mm

Finish 2B, BA or 1D

Grit K180 – K800 or brushed

RVS 430 (1.4016)

Thickness 0.50 – 150.00 mm

Width 1.000 – 2.000 mm

Length 500 – 12.600 mm

Finish 2B, BA or 1D

Grit K180 – K800 or brushed

RVS 316L (1.4404)

Thickness 0.80 – 3.00 mm

Width 1.000 – 2.000 mm

Length 500 – 12.000 mm

Finish 2B

Grit K180 – K800 or brushed

RVS 441 (1.4509)

Duplex 1.4462

Super Duplex 1.4410

Lean Duplex 1.4162

RVS 309 1.4828

RVS 310S 1.4845

RVS 310 1.4841

253MA 1.4835

RVS 316Ti 1.4571

High Application Alloys 

Rimex rigidized

5WL 6WL 7GM

15DP Linnen Mirror 8

Processing and surface  
treatment options:

	• with or without paper interleaving
	• various protective film options
	• various packaging options
	• duplo processing possible
	• grinding and brushing

Alu-oxide 320 (grinded)

Silicon grinded

Brushed sheet

2B

2R Bright Annealed 

Hot rolled 12mm

Didn’t find what you were looking 
for? Ask your account manager 
about the available options – there’s 
often more possible than you think.
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Steel



From stock or on request:  

Thickness 3.00 – 25.00 mm

Width 1.250 – 2.000 mm

Length max. 12.000 mm
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Steel 
Delivery program

Hot-rolled steel
S235JR – S355MC – S420MC

Cold-rolled steel
DC01

Electrolytic galvanized steel
DC01 – ZE25/25

Sendzimir galvanized steel
DX51D – Z275 MA–C

Zinc-Magnesium coated steel
S250GD – ZM120–310

Thickness 0.50 – 3.00 mm

Width 1.000 – 1.500 mm

Length max. 4.600 mm

Thickness 0.50 – 3.00 mm

Width 1.000 – 1.500 mm

Length max. 7.500 mm

Thickness 0.30 – 4.00 mm

Width 1.000 – 1.500 mm

Length max. 7.500 mm

Thickness 1.00 – 4.00 mm

Width 1.000 – 1.500 mm

Length max. 7.500 mm

Aluzinc coated steel
DX51D – AZ150–185

Thickness 0.40 – 3.00 mm

Width 1.000 – 1.500 mm

Length max. 7.500 mm
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Didn’t find what you were looking for? 
Ask your account manager about the 
available options – there’s often more 
possible than you think.

Aluminised steel, silicon steel & 
tinplate 

Available on request. Can be supplied in 
various grades and dimensions.

Pre-painted steel in coil, sheet and 
slit coil

Available in various grades, colours and 
dimensions (with optional protective film). 
A detailed brochure on our pre-painted 
steel range is available.

Thickness 0.30 – 4.00 mm

Width 500 – 1.650 mm

Length 500 – 7.500 mm

Folie single-sided/ 
double-sided

Production capabilities sheet Production capabilities slit coil

Thickness 0.10 – 3.00 mm

Width 12 – 1.900 mm

Binnendiameter 508 / 610 mm

Hot-rolled steel

Cold-rolled steel

Electrolytic galvanized steel

Zinc-Magnesium coated steel

Sendzimir galvanized steel

Aluzinc coated steel



ROBA METALS BV
Zomerdijk 27-33
3402 MJ IJsselstein
The Netherlands
+31 (0)30 68 60 211
info@robametals.com

ROBA METALS NV
Slingerweg 31
3600 Genk
Belgium
+32 (0)89 32 97 40
genk@robametals.com

Visit our website  
robametals.com


